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We are a local company, based in 
Sarisbury Green, Southampton.

We can offer a friendly, reliable and 
cost effective solution for your lifting 
requirements.

Our services are available for, but not 
limited to:

Buildings - Steelwork moving 
	 and erection, roof trusses
Tree Surgery 
Hot tub removal / positioning
Marine - 	 Masts / Engines / 			
	 Generators/ Yachts and 		
	 Motor boats
Machinery removal

 And anything else you may need lifting
 

Just call us!
We offer hire on the following basis:

Per half day • Per day

Quotations available upon request.



Kato NK75-v2 Technical Data

 

 
Rated Lifting Capacity Table (1) 

 
Outriggers Fully Extended (4.4m) with Front Jack - Over Side, Over Rear, Over Front 
 Outriggers Fully Extended (4.4m) without Front Jack - Over Side, Over Rear 
 Outriggers Intermediately Extended (3.0m) - Over Rear 
 Outriggers Fully Retracted (1.98m) Blocked on Vertical Cylinders - Over Rear 

Working 
Radius (m) 

6.65m 
Boom  11.6m Boom 16.55m 

Boom 21.5m Boom 6.65-21.5m Boom  
+ Rooster Sheave 

  2.0 7.00    1.30 
  2.5 7.00 4.90 3.90  1.30 
  3.0 6.10 4.90 3.90 2.00 1.30 
  3.5 5.45 4.90 3.90 2.00 1.30 
  3.8 4.90 4.65 3.70 2.00 1.30 
  4.0 4.55 4.50 3.60 2.00 1.30 
  4.5 3.75 3.85 3.30 2.00 1.30 
  5.0 3.15 3.25 3.05 2.00 1.30 
  5.5 2.70 2.80 2.80 1.85 1.30 
  6.0 2.35 2.45 2.50 1.70 1.30 
  7.0  1.90 2.00 1.45 1.30 
  8.0  1.55 1.60 1.25 1.20 
  9.0  1.25 1.35 1.10 1.05 
10.0  1.05 1.15 1.00 0.95 
11.0  0.90 0.95 0.90 0.85 
12.0   0.80 0.82 0.75 
13.0   0.65 0.70 0.60 
14.0   0.55 0.60 0.50 
15.0   0.45 0.52 0.40 
15.9   0.40 0.45 0.35 
17.0    0.37 0.32 
18.0    0.31 0.26 
19.0    0.25 0.20 
20.0    0.20 0.15 
20.7    0.17 0.12 

Standard Hook for 7.0 ton for 1.3 ton 
Hook Weight 70 kg 20 kg 
Parts of Line 6 4 1 

 
              (unit: metric ton) 
 
 

 Lifting capacities will automatically change when the crane slews into a reduced capacity area 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

All work is carried out in 
accordance with The Lifting 
Operations and Lifting 
Equipment Regulations 1998 
(LOLER) and the British 
Standard Code of Practice 
for the Safe Use of Cranes 
(BS 7121).



Kato CR-250 Technical Data

Outriggers fully extended (6.0m) Outriggers intermediately extended (4.5m) Outriggers completely retracted
Working 360° full range 360° full range (Blocked on vertical cylinders) – 360° full range
Radius 6,7m 11,0 15,2 21,6 28,0 6,7m 11,0 15,2 21,6 28,0 6,7m 11,0 15,2 21,6 28,0
(m) Boom Boom Boom Boom Boom Boom Boom Boom Boom Boom Boom Boom Boom Boom Bom
2,8 25,00 12,00 12,00   25,00 12,00 12,00   10,00 9,50 7,90
3,0 22,00 12,00 12,00 8,00  22,00 12,00 12,00 8,00  8,75 8,45 7,15 6,50
3,5 20,00 12,00 12,00 8,00  20,00 12,00 12,00 8,00  6,60 6,30 5,65 5,45
4,0 17,00 12,00 12,00 8,00 6,50 17,00 12,00 12,00 8,00 6,50 5,10 4,85 4,55 4,55 4,25
4,5 15,00 12,00 12,00 8,00 6,50 15,00 12,00 12,00 8,00 6,50 4,10 3,85 3,70 3,80 3,65
5,0  12,00 12,00 8,00 6,50  12,00 12,00 8,00 6,50  3,10 3,00 3,20 3,15
5,5  12,00 12,00 8,00 6,50  9,80 9,70 8,00 6,50  2,50 2,40 2,70 2,70
6,0  12,00 11,50 8,00 6,50  8,20 8,10 8,00 6,50  2,05 1,95 2,30 2,35
6,5  11,30 10,60 8,00 6,50  7,00 6,85 7,25 6,50  1,60 1,55 1,95 2,00
7,0  10,15 9,90 7,85 6,50  6,00 5,95 6,55 6,50  1,25 1,20 1,65 1,75
8,0  7,90 7,80 7,10 5,90  4,60 4,50 5,10 5,40  0,70 0,60 1,15 1,30
9,0  6,20 6,10 6,35 5,35  3,60 3,45 4,05 4,40
10,0   4,90 5,45 4,80   2,65 3,30 3,60
11,0   4,00 4,60 4,30   2,05 2,65 3,00
12,0   3,25 3,85 3,85   1,55 2,15 2,50
13,0   3,65 3,30 3,50   1,15 1,75 2,10
14,0                       1,40 1,75
15,0    2,35 2,70    1,15 1,45
16,0    2,00 2,35    0,90 1,20
17,0    1,70 2,00    0,70 0,95
18,0    1,45 1,75    0,50 0,80
19,0    1,20 1,50    0,35 0,60
20,0  (19,7m) 1,05 1,30     0,45
21,0     1,15     0,35
22,0     0,95
23,0     0,80
24,0     0,70
25,0     0,60
26,0     0,50

Standard for 25 ton for 22 ton for 25 ton for 22 ton for 25 ton for 22 ton
Hook (optional)  (optional)  (optional)
Hook Mass 200kg 200kg 200kg 200kg 200kg 200kg
Parts of Line 7 4 7 4 7 4
Critical – – – – – – – – – 35° – 20° 51° 62° 69°
Boom Angle

2,80 3,10

Based on    •BS 1757 : 1986    •DIN 15019-2    •75% of tipping loads

(unit: metric ton)

Rated Lifting Capacity



We offer two types of hire:

Standard Crane Hire:

Which the hirer must:
•	 Carry out all work as per British Standard 7121 

‘Safe use of cranes’ and LOLER (Lifting Operation 
& Lifting Equipment Regulations).

•	 Supply a qualified Appointed Person.
•	 Assess correct craneage requirements.
•	 Have adequate and appropriate insurance cover.
•	 Write a method statement, risk assessment, 

lifting plan etc to ensure the lift is carefully 
planned and carried out.

Contract Lifting:

A hirer who wants a lift to be undertaken but does 
not have the relevant expertise should ask us to 
undertake a contract lift. We will:
•	 Carry out all work as per British Standard 7121 

‘Safe use of cranes’ and LOLER (Lifting Operation 
& Lifting Equipment Regulations).

•	 Supply the Appointed Peson, lift supervisors and 
slinger / signallers.

•	 Supply suitable craneage and Insurance cover as 
per CPA Contract Lift Terms & Conditions.

•	 Write a method statement, risk assessment, 
lifting plan etc to ensure the lift is carefully 
planned and carried out.

•	 Organise and control the lifting operation.

tslifting@tsmarine.co.uk
www.tslifting.co.uk
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T S Lifting Services is a division of T S Marine Ltd,  
Company Reg no 3526670.


